
Toa VHF Wireless Microphone System

602616 Toa WTU-3800
VHF Space-diversity
Tuner Module
....................US$129.00

602595 Toa WM-3210
VHF handheld
Wireless Microphone
.................US$180.60

602596 Toa WM-3220
VHF Handheld
Wireless Microphone
..................US$180.60

602597 Toa WM-3310
VHF Lavaliere
Wireless Microphone
..................US$180.60

602598 Toa WM-3310H
VHF Headset
Wireless Microphone
....................US$223.70

TOA Portable Wireless Equipment

TOA PORTABLE WIRELESS MEETING AMPLIFIERS

602588 Toa WA-1822 .................................................................US$368.70
602589 Toa WA-1822C (with cassette).....................................US$423.00

   Model WA-1822 WA-1822C

  AC mains, 50/60Hz, Batteries (dry cells); 8 pcs. (R20P or "D")   Power Requirement
   Power Consumption
   Rated Output
   Battery Life
   Frequency Response
   Distortion

   Input

   Output

   S/N Ratio
   Antenna
  Cassette Deck Section

   Operation Temperature
   Finish

  AC: 46W (rated output)

  AC: 20W (Max. 40W with EXT SP.), DC: 8W

  Batteries (dry cells): Approx. 6 hours
  70 - 10,000Hz (deviation 3dB)

  Less than 10% (rated output)

  Wired mic: -48dB*, 600*,unbalanced type, phone jack
  AUX: –20dB*, 10k*', unbalanced type, pin jack × 2 (monaural)

  External Speaker: 8–16*'/over 20W of rated input, terminal
                                "Internal speaker and external speaker" or
                                "external speaker only" (selectable)
  Line/Rec.: –10dB*, 1k* phone jack
  Better than 70dB (rated output)

  Rod antenna

Reproduction System Section Auto-reverse

2-track/1 channel (monaural)

Normal tape
AC bias

AC erasure

4.8cm/sec.

0.2% WRMS

Track System

Usable Tape

Recoding Method

Erasing Method
Tape Speed

Wow and flutter

Fast Forward/Rewind Time

   Internal Speaker

   Accessory

   Dimensions

   Weight

Approx. 100 sec. (C-60 tape)

  AC: -10°C to +50°C, DC: 0°C to +40°C

  ABS resin, light gray

  298 (W) × 460 (H) × 200 (D)mm

  Power cord (2m) × 1, Dust cover × 1, Screwdriver × 1

  6.0kg   6.7kg

WT-3800 WT-3810

For VHF:378mm/For UHF:108mm

Other: Nickel-plated Brass

Max. Connector diameter: O15mm

WD-4800
* Dual two-antenna inputs/four-antenna outputs.
* Four DC power supply outputs for WT-3800 tuner.
* Compact 19" rack-mount design. YW-3500

YW-3510
VHF Antenna
for WT-3800
(2 pieces)

602594 TOA WH-4000S
 Microphone Windscreens
 (10pcs / Per set)
..........................US$28.90

602591 TOA WH-4000A
Head set
microphone
........................US$68.10

* Compact and lightweight but tough and very portable, weighs only 6.7kg including the
cassette recorder (WA-1822C).

* Maximum output power of 25W through the built-in 2 way speaker.

* Optional UHF or VHF wireless tuner module using advanced space diversity system
for ideal, wide-ranging reception.

* Input volume and tone control for microphones, AUX input, and cassette player (WA-
1822C).

* External speaker output for connecting external speaker (8-16 *'D9, rated 20W) for
total output power of 40W, using both speakers.
* Continuous operation for approx. 24 hours (using alkaline batteries, non-cassette mode)

* Cassette deck (WA-1822C) features 2-track /1-channel monaural operation with recording
function, playback volume adjustment, tape speed control and auto-reverse.

* Built-in storage for wireless /wired microphones on the back.

Toa VHF Band Diversity Single Channel System
Model

Power Requirement

WT-3800 WT-3810

AC mains (using AC-DC adapter)

Power Comsumption 150 mA (13.8V DC)

Receiving Frequencies 169-216 MHz, VHF

Channel Selectable 6 Channels

Diversity System Space diversity

Output Mic: -60dB , Line : -20dB, 600 ohms -20dB, 600 ohms

Mixing Output -20dB, 4 k ohms, 1/4" phone jack (unbalanced)

Antenna Input
75 ohms, BNC [ phantom powering for
       antenna, 9V DC, 30mA(max.)] Rod antenna

Audio Output
      1/4" Phone jack (unbalanced)
XLR-3-31 type connector (balanced) 1/4" Phone jack (unbalanced)

Frequency Response 100~12.000 Hz, +/-3dB

Ambient Temperature -10 oC to +50 oC

Weight 600g 380g

Finish
Applicable Wireless
Microphone

Resin, Black

WM-3210, WM-3220, WM-3310, WM-3310H

Standard Accessory AC-DC adapter AC-DC adapter, screwdriver

602610 Toa WT-3800 VHF Wireless Tuner...............................US$304.80
602611 Toa WT-3810 VHF Wireless Tuner................................US$217.70

Model WM-3210 WM-3220 WM-3310 WM-3310H

Microphone Capsule

Type Handheld Lavalier Headset

Dynamic Electret Condenser

Channel Selectable 6 Channels

Frequency Range 169~216 MHz, VHF

Antenna Internal 1/4 wire antenna

Battery 6LR61 (9V)

Weight 250g (with battery) 135g (with battery)

Finish

Dimension

Accessories

Resin, Coating

O 50 x 235.2mm O 45 x 235.2mm 62(W) x 142(H)x 32(D)mm

Stand Adapter, Screwdriver Screwdriver

Model

Power
Requirement

YW-3500

8-10V DC
(Supplied from WD-4800)

Frequency
Range

169-216MHz, VHF

Mounting
Hole Pitch

68.5mm

Finish
Antenna/bracket;
ABS resin, off-white

Dimensions
(W x H xD) 197 x 850 x 32mm

Weight 200g

YW-3510

8-10V DC
(Supplied from WD-4800)
169-216MHz,
VHF/ 690-865MHZ, UHF

68.5mm

Antenna:Chrome Plated Brass

27g

602610 Toa WD-4800  Antenna Distributor......................................US$330.30
602656 Toa YW-3500 Wall Mount Antenna.......................................US$  68.10
602657 Toa YM-3510 Wireless Antenna (2PCS).............................US$  49.50

All dimensions stated in this catalogue are in milimeter (mm)
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Toa VHF Wireless Microphone System

602602 Toa WM-5220
VHF handheld
Wireless Microphone
.................US$208.00

602603 Toa WM-5270
UHF Handheld
Wireless Microphone
..................US$312.00

602604 Toa WM-5320
UHF Lavaliere
Wireless Microphone
..................US$223.00

602605 Toa WM-5320A
UHF Headset
Wireless Microphone
....................US$326.90

WD-4800 YW-4500
UHF Antenna

602606 TOA WM-5320H

602617 Toa WTU-4800
UHF Space-diversity
Tuner Module
....................US$230.00

602599 Toa WM-4200
UHF handheld
Wireless Microphone
.................US$249.50

602596 Toa WM-4210
UHF Handheld
Wireless Microphone
..................US$215.10

602597 Toa WM-4220
UHF Lavaliere
Wireless Microphone
..................US$232.30

WT-4820 WT-5800/5805 WT-5810

602617 Toa WTU-4800
UHF Space-diversity
Tuner Module
....................US$230.00

UHF Headset
Wireless Microphone
....................US$275.30

Microphone, Unidirectional
603181 Toa DM-1100 Microphone
* Type : Moving coil microphone (dynamic microphone)
* Directivity : Unidirectional
* Rated Impedance: 600 * unbalanced
* Rated Sensitivity : (1kHz 0dB=1V / Pa ) -55dB
* Frequency Response: 100 ~ 12,000Hz
* Connection Cable: 1-core shielded cable
* Cable Length : 7.5m
* Terminal of Cable: 1/4" unbalanced phone plug
* Weight: 155g
* Dimensions: ø55 x 178mm ............................US$35.10

603182 Toa DM-1200 Microphone
* Type : Moving coil microphone (dynamic microphone)
* Directivity : Unidirectional
* Rated Impedance: 600 * unbalanced
* Rated Sensitivity : (1kHz 0dB=1V / Pa ) -55dB
* Frequency Response: 50 ~ 12,000Hz
* Connection Cable: 1-core shielded cable
* Cable Length : 10m
* Terminal of Cable: 1/4" unbalanced phone plug
* Weight: 298g
* Dimensions: ø39.5 x 163mm
* Standard  : Accessory Microphone holder (W5/16", W5/8",
W3/8") ...............................................................US$61.90

603183 Toa DM-1300 Dynamic Microphone
* Type : Moving coil microphone (dynamic microphone)
* Directivity : Unidirectional
* Rated Impedance: 600 * unbalanced
* Rated Sensitivity : (1kHz 0dB=1V / Pa ) -55dB
* Frequency Response: 70 ~ 15,000Hz
* Connection Cable: 1-core shielded cable
* Cable Length : 10m
* Terminal of Cable: 1/4" unbalanced phone plug
* Weight: 254g
* Dimensions: ø51 x 170mm ............................US$87.70

603184 Toa DM-1500 Dynamic Microphone
* Type : Moving coil microphone (dynamic microphone)
* Directivity : Unidirectional
* Rated Impedance: 600 * unbalanced
* Rated Sensitivity : (1kHz 0dB=1V / Pa ) -55dB
* Frequency Response: 70 ~ 15,000Hz
* Connection Cable: 2-core shielded cable
* Cable Length : 10m
* Terminal of Cable: 1/4" unbalanced phone plug
* Weight: 280g
* Dimensions: ø45 x 173mm ..........................US$232.30

Toa UHF Band Diversity Single Channel System

602612 Toa WT-4820 UHF Wireless Tuner................................US$305.00
602613 Toa WT-5800 UHF Wireless Tuner...............................US$645.20
602614 Toa WT-5805 UHF Wireless Tuner................................US$628.00
602615 Toa WT-5810 UHF Wireless Tuner...............................US$302.40

602610 Toa WD-4800  Antenna Distributor......................................US$330.30
602658 Toa YW-4500 Wall Mount Antenna.......................................US$185.80

Model

Power Requirement

WT-4820 WT-5800

AC mains (using AC-DC adapter)

Channel Selectable 64 Selectable frequencies

Receiving System Double Super-heterodyne,

Diversity System

Mixing Output MIC: -60 dB*2, 600* balanced, XLR-3-31 type connector
LINE: -20 dB*2, 600* unbalanced, phone jack

Antenna Whip antenna

Antenna Input 75 * BNC, 9 V DC

Antenna Output 75* BNC (Gain 0dB)

Receiving Sensitivity Over 90 dB, S/N ratio

Squelch Sensitivity 18 - 40 dB*V variable

Tone Frequency 32.768 kHz

S/N Ratio Over 110dB

Finish
Dimensions

Resin, Black

210(W) x44.2(H)
x181(D) mm

Weight 700 g 590g

WT-5810WT-5805

Space diversityTrue diversity

206(W)x40.6(H)
x152.7(D) mm210(W) x 44(H) x 205.1(D) mm

Over 102dB Over 104dB

Rod antenna

16 CH

RG-6/U or RG-11/U

0 / –10 / –20 dB (selectable)

Model

Power
Source

Current
Consumption

Receiving
Frequency

Antenna Gain

Recommended
Cable Type

Weight

YW-4500

7 to 12 V DC
(supplied from tuner)

Under 24 mA

680 to 880 MHz, UHF

More than 8 dB (0 dB position)

300g

Attenuator

Dynamic microphone: CardioidMicrophone Element

WM-4200 WM-4210 WM-4220

Maximum Input Level

Channel Selectable
64 selectable
frequencies

145 dB SPL

Battery 6LR61 (9V x 1)

Finish Resin, coating (change other's)

Dimensions 52.2 x279.4 mm

Weight 300g

Accessories Microphone holder (with stand adapter), Storage case

16 CH

130 dB SPL 125 dB SPL

50 x235.2 mm 45 x235.2 mm

250g

Model

Dynamic microphone: Cardioid
Electret condenser
microphone:
Omni-directional

Electret condenser microphone: cardioid

Storage case, Neck strap Waist pouch

Microphone Element

WM-5220 WM-5270 WM-5320

Maximum Input Level

Channel Selectable 64 selectable frequencies

126 dB SPL

Battery LR6 (AA)

Finish Resin,
rubber coating

Dimensions 43.6 x231.5 mm

Weight 180g

Accessories Microphone holder
(with stand adapter), Storage case

16 CH

142 dB SPL 120 dB SPL

48 x244 mm 62Wx102.5Hx23Dmm

340g

Model WM-5320H WM-5320A

Metal,
Dark Gray Resin  coating

110g 130g

All dimensions stated in this catalogue are in milimeter (mm)
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603192 TOA ER-1203 3W
Splash-proof Handheld Megaphone
# IP-X5 Rated - protected against low pressure jets of
water from all directions
# Power Output: 3W Rated / 4W Max.
# 4 AA Batteries (8 hr)
# Range: 125m
# High durability ABS or ASA resin construction
# Compact and lightweight
# Wide frequency range for enhanced audio quality
# Neodymium magnets and Polyimide speaker
diaphragms .................................................US$91.90

603193 TOA ER-1206 6W
Splash-proof Handheld Megaphone
# IP-X5 Rated - protected against low pressure jets of
water from all directions
# Power Output: 6W Rated / 10W Max.
# 6 AA batteries (8 hrs) or 4 AA batteries (5 hrs)
# Range: 250m (speech)
# High durability ABS or ASA resin construction
# Compact and lightweight
# Wide frequency range for enhanced audio quality
# Neodymium magnets and Polyimide speaker
diaphragms .................................................US$95.00

603194 TOA ER-1206S 6W
Splash-proof Handheld Megaphone
# IP-X5 Rated - protected against low pressure jets of
water from all directions
# Siren function
# Power Output: 6W Rated / 10W Max.
# 6 AA batteries (8 hrs) or 4 AA batteries (5 hrs)
# Range: 250m (speech) / 315m (siren)
# High durability ABS or ASA resin construction
# Compact and lightweight
# Wide frequency range for enhanced audio quality
# Neodymium magnets and Polyimide speaker
diaphragms ...............................................US$104.30

603195 TOA ER-1206W 6W
Splash-proof Handheld Megaphone
# IP-X5 Rated - protected against low pressure jets of
water from all directions
# Whistle function
# Power Output: 6W Rated / 10W Max.
# 6 AA batteries (8 hrs) or 4 AA batteries (5 hrs)
# Range: 250m (speech) / 315m (whistle)
# High durability ABS or ASA resin construction
# Compact and lightweight
# Wide frequency range for enhanced audio quality
# Neodymium magnets and Polyimide speaker
diaphragms ...............................................US$102.20

603196 Toa ER-1215 15W
Handheld Megaphone
# Power Output: 15W Rated / 23W Max.
# 6 C batteries (14 hrs)
# Range: 315m (speech)
# Anti-bacterial treatment for all models
(mouthpiece/microphone and handle)
# High durability ABS or ASA resin construction
# Compact and lightweight
# Wide frequency range for enhanced audio quality
# Neodymium magnets and Polyimide speaker
diaphragms .................................................US$65.00

603197 Toa ER-1215S 15W
Handheld Megaphone
# Power Output: 15W Rated / 23W Max.
# 6 C batteries (14 hrs)
# Range: 315m (speech) / 500m (siren)
# Anti-bacterial treatment for all models
(mouthpiece/microphone and handle)
# High durability ABS or ASA resin construction
# Compact and lightweight
# Wide frequency range for enhanced audio quality
# Neodymium magnets and Polyimide speaker
diaphragms .................................................US$70.20

603202 Toa ER-3215 15W
Handheld Megaphone
# Detachable Hand-held Microphone with volume control
and On/Off switch
# Power Output: 15W Rated / 23W Max.
# 6 C batteries (9 hrs)
# Range: 400m
# High durability ABS or ASA resin construction
# Compact and lightweight
# Wide frequency range for enhanced audio quality
# Neodymium magnets and Polyimide speaker
diaphragms
# Shoulder strap provided ...........................US$69.20

Handheld Megaphones

Shoulder Megaphones
603198 Toa ER-2215 15W
Shoulder Megaphone
*  Detachable Hand-held Microphone with volume control
and On/Off switch
* Power Output: 15W Rated / 23W Max.
* 6 C batteries (9 hrs)
* Range: 400m
* High durability ABS or ASA resin construction
* Compact and lightweight
* Wide frequency range for enhanced audio quality
* Neodymium magnets and Polyimide speaker
diaphragms .................................................US$70.20

603199 Toa ER-2215W 15W
Shoulder Megaphone
# Detachable Hand-held Microphone with volume control
and On/Off switch
# Power Output: 15W Rated / 23W Max.
# 6 C batteries (9 hrs)
# Range: 400m (speech) / 500m (whistle)
# High durability ABS or ASA resin construction
# Compact and lightweight
# Wide frequency range for enhanced audio quality
# Neodymium magnets and Polyimide speaker
diaphragms....................................................US$75.40

603200 Toa ER-2230 30W
Shoulder Megaphone
# Detachable Hand-held Microphone with volume control
and On/Off switch
# Whistle function
# Power Output: 30W Rated / 45W Max.
# 10 D batteries (17 hrs)
# Battery Life Indicator
# Range: 800m (voice) / 1000m (whistle)
# Auxiliary Line Input
# External Microphone Input
# High durability ABS or ASA resin construction
# Compact and lightweight
# Wide frequency range for enhanced audio quality
# Neodymium magnets and Polyimide speaker
diaphragms ................................................US$193.00

603201 Toa ER-2930W 30W
Shoulder Megaphone
# Detachable Hand-held Microphone with volume control
and On/Off switch
# Wireless Microphone Option
    * WTU-4800 UHF Tuner Module
    * Handheld, Lapel or headset Microphone Options
# Whistle function
# Power Output: 30W Rated / 45W Max.
# 10 D batteries (17 hrs)
# Battery Life Indicator
# Range: 800m (voice) / 1000m (whistle)
# Auxiliary Line Input
# External Microphone Input
# High durability ABS or ASA resin construction
# Compact and lightweight
# Wide frequency range for enhanced audio quality
# Neodymium magnets and Polyimide speaker
diaphragms .................................................US$258.10

Compact Handheld Megaphones

603203 Toa ER-520 6W
Compact Handheld Megaphone
# Power Output: 6W Rated / 10W Max.
# 8 AA batteries (8 hrs)
# Range: 250m (speech)
# High durability ABS or ASA resin construction
# Compact and lightweight
# Wide frequency range for enhanced audio quality
# Neodymium magnets and Polyimide speaker
diaphragms .................................................US$46.50

603204 Toa ER-520S 6W
Compact Handheld Megaphone
# Power Output: 6W Rated / 10W Max.
# 8 AA batteries (8 hrs)
# Range: 250m (speech) / 315m (siren)
# Anti-bacterial treatment for all models
(mouthpiece/microphone and handle)
# High durability ABS or ASA resin construction
# Compact and lightweight
# Wide frequency range for enhanced audio quality
# Neodymium magnets and Polyimide speaker
diaphragms .................................................US$51.60

603205 Toa ER-520W 6W
Compact Handheld Megaphone
# Power Output: 6W Rated / 10W Max.
# 8 AA batteries (8 hrs)
# Range: 250m (speech) / 315m (whistle)
# High durability ABS or ASA resin construction
# Compact and lightweight
# Wide frequency range for enhanced audio quality
# Neodymium magnets and Polyimide speaker
diaphragms ..................................................US$51.60

603206 Toa ER-604W 6W
Portable Shoulder Megaphone
#  Shoulder Megaphone
# Compact and Light weight
# Power Output: 6W Rated / 10W Max.
# Built-In Microphone, detachable with press-to-talk switch and
volume control
# Whistle Tone, push button-activated
# Battery Test Indicator
# Battery Powered: 8 AA Cells
# Mic and Aux Inputs
# Voice Switch
# Optional Headset Microphone: WH-4000H ............US$134.20

All dimensions stated in this catalogue are in milimeter (mm)
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TZ-105 TZ-205

312501 Toa TZ-105 Column Speaker, 10W (Metal Case
Type)
* Input : Rated 10W, Max. 15W * Frequency response 150-10,000Hz.*
Dimensions (WxHxD) :167x335x141mm * Weight:3. kgs. US$101.60

312398 Toa TZ-205 Column Speaker c/w Matching
Transformer (Metal Cabinet)
* Rated 20W * Cabinet Size (WxHxD) : 167 x 580 x 141mm * Weight
: 5.1 kgs. ........................................................................US$140.30

320841 Toa BS-20W Wall-mounting Box Speaker , 20W
* Nominal Impedance: 500 ohms (20W), 670 ohms (15W), 1k ohms
(10W), 2k ohms (5W) * Frequency Response: 100 - 20,000Hz *
Dimensions (W xH xD): 342 x200 x175mm * Weight: 3.6kg ...........
. .....................................................................................US$241.90

BS-20W323016 Toa A-1031 Power Amplifier, 45W
* Rated Output Power: 30W max. 45W * Power Requirements: 230V
/ 12V * Power Consumption: 120W * Frequency response: 100 -
10 000Hz * Dimensions(WxHxD):420 x103x262 mm * Weight:5kg.
. .....................................................................................US$154.80
312032 Toa A-1061 Mixer Power Amplifier , 5-channel,
rated 60W
* 100-10,000 Hz Frequencies * 1 balanced , 2 unbalanced 600 ohms
phone jack mic inputs * Dimensions (WxHxD) : 420x103x262mm
* Weight : 7 kg.* AC 220-240V or DC 12V operation ....US$193.50
312033 Toa A-1121 Mixer Power Amplifier, 5-channel,
rated 120W
* 100-10,000 Hz Frequencies * 3 unbalanced 600 ohms phone jack
mic inputs * Dimensions (WxHxD) : 420x103x262mm * Weight : 10
kg.* AC 220V-240V or DC 24V operation .....................US$285.50

320433 Toa A-1724 Mixing Amplifier , 240W
* Rated Output Power: 240W * Power Requirements: 230V,50Hz
* Frequency response: 50...20 000 Hz * Dimensions(WxHxD): 420
x 107,7 x 367mm * Weight: 13,5 kg ..............................US$464.50

323017 Toa A-1803 Mixer Amplifier, 30W
* Rated Output Power: 30W * Power Requirements: 230V,50Hz /
DC: 24V * Power Consumption: 30W * Frequency response: 50...20
000 Hz* Dimensions:420x107,7x 367mm * Weight:8.1kg US$276.80
323018 Toa A-1806 Mixer Amplifier, 60W
* Frequency Response: 50 - 20,000Hz +-3dB * Phantom Power:
ON or OFF for each MIC 1 - 3 with switch setting * Dimensions: 420
(W) x 107.7 (H) x 367 (D)mm * Weight: 9.4kg...............US$320.30
320435 Toa A-1812 Mixing Amplifier , 120W
* Rated Output Power : 120W * Power Requirements: 230V,50Hz
/ DC: 24V * Power Consumption : 260W  * Frequency response :
50-20 000 Hz * Dimensions(WxHxD):420 x107,7x367mm  US$350.30

320838 Toa BS-1030B Universal Speaker, 30W
* 4.72" woofer * 1" Dome tweeter * Dimensions: 196 (w) x 290 (h)
x 150 (d) mm * Weight: 2.5 kg.........................................US$71.60

323019 Toa BS-677B Box Speaker
* Input: Rated 6W* Sound Pressure Level: 330 ~ 3,300Hz, 91dB /
W / M pink noise input. * Frequency Response: 100 ~ 10,000Hz (-
20dB from peak of SPL) * Dimensions: (W x H x D) 190 x 250 x
100mm * Weight: 1.4kg. ..................................................US$31.00

323026 Toa BS-330 Cone Speaker with Box, 3W
* Wall mounted announcement / Paging. * 12 cm cone type. * ABS
resin Box speaker. * Frequency Response 120 ~ 15,000Hz for highly
intelligible sound reproduction.........................................US$17.40

312504 Toa SL-152 Compact Integrated 2-Way Speaker
System
* 38 cm(15") woofer * Extended 70Hz ~20kHz frequency response
* 240W continous program material power capacity * 98 dB (1W/1m)
pink noise (330~3,30Hz) sensitivity * Dimensions (WxHxD) : 460 x
600 x 310mm * Weight : 15.7 kgs. ................................US$320.00

SL-152

320434 Toa A-1706 Microphone Mixing Amplifier, 60W
 * Rated Output Power :60W * Power Requirements: 230V,50Hz*
Power Consumption: 150W * Speaker Outputs : 100V (330Ohm),
4-16 Ohm * Speaker Selection : 2 Zones * Dimensions(WxHxD):
420 x 107,7 x 367mm * Weight: 9,3 kg......................US$283.50
320430 Toa A-1712 Microphone Mixing Amplifier (120W)
* Rated Output Power: 120W * Power Requirements: 230V,50Hz*
Speaker Selection: 2 Zones * Recording Output: 0dBV, 600Ohm,
unbalanced, RCA pin jack * Dimensions(WxHxD): 420 x 107,7 x
367mm * Weight: 12.6kg ...............................................US$332.90

324037 Panasonic WS-X77F2 Wireless Powered Speaker
* Standard AC Adapter (AC 220V-240V)* Frequency Response:
100Hz - 15kHz * LED Indication: 2 LED fpr Wireless 1 and 2*
Dimensions: 260x374x226mm* Weight: 10.3Kg .... ......US$419.40
324038 Panasonic WX-4800F2 Pen Type Wireless Microphone
* Unidirectional electret condenser microphone * Dimensions :
diameter 14.8x 155mm * WEight: 45g ..........................US$153.20
324039 Panasonic WX-4100F2 Hand Held  Wireless Microphone
* Unidirectional electret condenser microphone * Dimensions :
diameter 52.5 x 213mm * WEight: 175g .......................US$206.50

WS-X77F2 WX-4800F2 WX-4100F2

324594 Mascot UD-52/UT-9 Microphone System
Including :
1-Unit     Mascot UD-52  Dual Channel
               (700 channel selectable) PLL Synthesized
               UHF True-diversity Wireless Receiver
2-Sets    Mascot UT-9 Belt-Pack transmitter with
               LAV-2 (Lavalier Microphone)
                          Total price per complete set............ US$580.60

UD-52
BS-330 BS-677B BS-1030B

UT-9 UT-9

AT897+#23300 Mackie HR824 mk2

605549 Fender Passport 300 Pro Portable PA System
*  300 Watts of power, up from 250 watts. * Sub-out jack for an
external powered sub-woofer. * Lighter weight*a full 9 lbs. lighter
than the earlier Passport 250 system.* Smaller physical dimensions.
* Phantom Power* Redesigned speaker system with improved clarity.
.. .................................................................................US$1,265.30

605552 Fender Passport 500 Pro Portable PA System
*  A port that lets you record your performance with CD quality (.wav)
straight to a USB flash drive. * CD-quality .wav and mp3 file playback.
* Sub-out jack for an external powered sub-woofer. * Lighter weight*
a full 9 lbs. lighter than the earlier Passport 500 model.* Smaller
physical dimensions.* Redesigned speaker system with 10* woofer
and improved clarity.. .................................................US$1,357.30

312406 Peavey CS 400x Pro Stereo Power Amplifier
* Stereo Mode: 8 Ohms : 250 Watts RMS x 2* Total Harmonic
Distortion: Less then 0.03% 20 Hz to 20 K at rated power 4 Ohms*
Frequency Response: 20 Hz to 20 kHz* DDT activation LED & power
LED each channel .........................................................US$739.70
312405 Peavey CS-800X Pro Stereo Power Amplifier
* Stereo Mode: 2 Ohms : 600 Watts RMS x 2* Stereo Mode: 4 Ohms
: 400 Watts RMS x 2* Stereo Mode: 8 Ohms : 240 Watts RMS x
2* Total Harmonic Distortion: Less then 0.03% 20 Hz to 20 K at
rated power 4 Ohms* Frequency Response: 20 Hz to 20 kHz* DDT
activation LED & power LED each channel ..................US$845.50

321239 Peavey CS-800S Pro Stereo Power Amplifier
* 600 Watts RMS per channel @ 2 Ohms* 400 Watts RMS per
channel @ 4 Ohms* 260 Watts RMS per channel @ 8 Ohms* 1200
Watts @ 4 Ohms bridged* 2 rack space stereo power amp featuring
DDT* Dual speed fans* Plug-in crossover module input* Switching
power supply .................................................................US$957.90

318305 Peavey  PV2600 Power Amplifier
* Built-in crossover with 150 Hz switch * Stereo Mode: 8 Ohms: 540
Watts RMS x 2 * Frequency Response: 20 Hz to 20 kHz * Inputs:
XLR, 1/4 inch and barrier strip * Bridge Mode-Mono: 8 Ohms: 1800
Watts RMS * Weight : 40.8 lbs .....................................US$938.60

312476 Peavey PV2000 Power Amplifier
* 2 ohms, 1 kHz, 1% THD: 1000 W RMS per channel * 4 ohms, 1
kHz, 1% THD: 700 W RMS per channel * 8 ohms, 1 kHz, 1% THD:
400 W RMS per channel * Bridge mode, mono: * 4 ohms, 1 kHz,
1% THD: 2000 W RMS * 8 ohms, 1 kHz, 1% THD: 1400 W RMS *
Rated Output Power: * 4 ohms, 20 Hz to 20 kHz, 1% THD: 625 W
RMS per channel * 8 ohms, 20 Hz to 20 kHz, 0.1% THD: 370 W
RMS per channel * Slew Rate: Stereo mode, each channel: 20 Volts
per u-Sec; Bridge mode, mono: 40 Volts per u-Sec * Total Harmonic
Distortion: 20 Hz to 20 kHz, @ rated output power, 8 ohms: Less
than 0.07% * Input Sensitivity & Impedance @ rated output power,
8 ohms: 1.0 V RMS (0 dBV); 20 K ohms (34 dB gain) * Dimensions
(WxDxH) : 19*x 15.375*x 7.375** Weight : 55 lbs.......US$1245.50

312407 Peavey XR-800F Powered Mixer with FLS
* 8 low-noise, low-Z preamps * 6 hi-Z mic/line inputs * Precision
60mm channel and master faders * Channel clipping LEDs * Channel
stereo pan controls * 3-band equalization * EFX send * 3 stereo line
inputs * 16-bit audio/32-bit internal precision, ...............US$946.80

318297 Peavey XR-800F+ Stereo Powered Mixer
* 8 XLR mic input * 2 x 9-band EQ * Digital Delay/Echo equipped *
2x500Watts (1000 watts RMS) * 3-band EQ and EFX send on
channels 1-8 *Three stereo line inputs on channels 7-9 *32-bit digital
effects with reverb and delay simultaneously................US$990.80

604535 Mackie HR824 mk2 High resolution Active
studio reference monitor
*  High resolution Active studio reference monitor* Ultra-linear
frequency response for accurate mix translation* 8.75-inch high-
precision, low-distortion LF transducer* 1-inch titanium dome, ferrofluid
cooled tweeter* Optimized Waveguide for wide, even sweet zone
* Twin FR Series amps —150W for LF / 100W for HF* Cast aluminum
Zero Edge Baffle minimizes diffraction* Full internal damping eliminates
midrange artifacts* Perfect for High-Definition audio, cinema and
gaming systems .........................................................US$1,159.90

604554 Audio-Technica AT897 Modular Microphone
with K&M #23300 Table/Floor Mircophone Stand
# esigned for video production and broadcast (ENG/EFP) audio
acquisition# Short length (11") ensures mic stays out of the shot --
even when used with compact digital cameras# Smooth, natural-
sounding on-axis audio quality ......................................US$340.00

604888Audio-technica AT2020 USB Cardioid Condenser
Microphone
* Element: Fixed-charge back plate permanently polarized condenser
* Polar Pattern : Cardioid * Frequency Response: 20 ~ 16,000 Hz
* Bit Depth : 16 bit  * Sample Rate:  44.1 kHz  * Phantom Power
Requirements : USB power (5V DC) * Weight : 374 g * Dimensions
: 162.0 mm - long, 52.0 mm - maximum body diameter * Connector
: USB-type connecto..................................................US$182.40

604998 Soundcraft EPM8 8-Channel Multi-Format Mixer
* 8x2 frame size* 2 configurable auxiliary buses * XLR-type and 1/4"
metal jack connector sockets * RCA phono stereo playback inputs
and record outputs * 3-band EQ with a swept mid on mono inputs
* 2-band EQ on stereo inputs * TRS insert sockets and inserts on
all mono inputs and mix output* 10-segment LED output metering
* Intuitive and comprehensive solo system* Headphone output *
Easily rack mountable ...................................................US$339.20
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325895 Peavey XR-684F Powered Mixer
*8 channels :2X200 Watts at 4 Ohms DDT*rotected powerOne stereo
and one mono graphic EQ *Digital effects with 48 bit internal resolution
and 4 store locationsStereo Feedback Ferret*digital feedback
eliminator One tape input channel*8 XLR inputs with 48 Volt phantom
power and two with inserts Each channel has 3-band EQ, one
monitor, one effect send, one line, and one XLR input*Two stereo
channels Stereo or Monitor/Main mode RCA L/R tape in and L/R
tape out ..........................................................................US$894.60

605444 Yamaha STAGEPA 300 Portable PA system
* Crosstalk : Less than or equal to sign-70 dB between input channels
* Weight : 18 kg (mixer and two speakers) * Power Consumption :
70 W * Stereo Input channel Equalization : Shelving turnover/rolloff
frequency:3 dB before maximum cut or boost ±15 dB HIGH   10
kHz shelving LOW   100 Hz shelving * Enclosure : Bass-reflex type
  Speaker Unit : LF: 8" (20 cm) Cone / HF: 1" (2.54 cm) Compression
Driver * Cross Over Frequency : 4 kHz * Frequency Range : 55 Hz
- 20 kHz * Maximum Output Level : 112 dB (1 m)..........US$894.60

605457 Yamaha STAGEPAS 500 Portable PA system
* 500W of power (250W x 2)* 2-way bass reflex speaker design
 10" woofers and HF compression horns with 1" throat * Lightweight,
compact molded polypropylene speaker enclosures * Speakers w
ith RCA/1/4" pairs)* 24-bit digital reverb assignable to each mono
channel * 2-band shelving channel EQ knobs * Switchable comp/
limiter on channels 1 and 2* Mixer is mic stand mountable with
BMS10A adapter* Includes 2 - 16' speaker cables * Board attaches
to a well in the back of speaker cab * Cables stash in the well of
the other cab* Music/Speech EQ contour switch * Clear, full-range
sound.............................................................................US$1371.00

312474 Peavey XR-2012 12-Ch Stereo Powered Mixer
* 12 XLR-CH + 4 Stereo-CH* 1,200 Watts (2 x 600 Watts RMS)
* Dimensions : 8*x 25.5*x 18.25** Weight : 43.5 lbs. ..US$2091.60

RQ-2310

RQ-2318

312408 Peavey XR-600FPowered Mixer with FLS
* 6 low-noise, low-Z mic preamps * 4 true high-Z 1/4*mic inputs *
3-band equalization * Monitor send * EFX send * -25dB pad * 16-
bit, DSP-based stereo reverb/delay with 2 parameter controls * Two
9-band graphic EQs with patented FLS (*eedback Locating System)
* 48 V Phantom power * Main/Monitor mode switch * 2x200 W @
4 ohms internal power amplifier * 420W @ 8 ohms in bridge mode
* DDT*speaker protection .............................................US$649.70

312477 Peavey RQ-2310 Mixer
* 8 low noise (reference quality) microphone inputs* Two-channels
with stereo line inputs* Dimensions (WxDxH) : 16.25*x 18.875 x
4.125** Weight : 13.8 lbs...............................................US$535.20
312478Peavey RQ-2314 Mixer
* 12 low noise (reference quality) microphone inputs* Two-channels
with stereo line inputs* Dimensions (WxDxH) : 20.125*x 18.875 x
4.125** Weight : 20 lbs..................................................US$713.40
316655 Peavey RQ-2318 Mixer
* 16 low noise (reference quality) microphone inputs * Two channels
with stereo line inputs  * Dimensions(HxWxD): 11.3cm X61.36cmX48.
08cm * Weight :8.93kg ..................................................US$832.30

 316654 Peavey TLS-2 Two-way Speaker (Pair)
* One 12" premium woofer * 14XT*titanium ferrofluid cooled
compression driver * Sound Guard*IV high frequency driver protection
circuit * SA*1 stand adapter * Extremely lightweight trapezoidal
enclosure * Contemporary cosmetics * Frequency response: 60 Hz
to 20 kHz * SPL: 98 dB at 1W/1m * Power handling: 300 Watt
program, 600 Watt peak * Impedance: 8 Ohms ...........US$527.00

312288 Peavey TLS-3 Two-Way Speaker Enclosures
* 12*premium woofer and dual* Extremely lightweight full-range
trapezoidal enclosure * SA*-1 stand adapter * Frequency response
: 60Hz to 20khz * SPL : 97 dB at 1W/1m * Power handling : 150
Watts program,300 Watts peak* impedance :8 ohms ...US$226.60

323689 Peavey TLS-5X 2-way Speaker (Pair)
* 500 watt program power full-range trapezoidal enclosure * One
15" Sheffield*Pro 1500+ woofer and a 14XT*titanium compression
driver * Sound Guard*IV high frequency driver protection circuit *
Frequency response: 46 Hz to 21 kHz * Sensitivity: 98 dB at 1W/1m
* Nominal impedance: 8 ohms * High quality, heavy-duty carpet
covering .........................................................................US$427.70

312475 Peavey Impulse1015 2-Way Speaker Enclosure
* 8 Ohms * 2-wat weather resistant enclosure with molded-in stand*
1000 Watts Program * 2000 Watts Peak* Response : 60Hz to 18
kHz, +/- 3 dB* Sensitivity : 100 dB SPL at 1W/1m* Dimensions
(WxDxH) : 21.25"x 17.25"x 29" .....................................US$805.20
322934 Peavey SP-2X 2-Way Speaker Enclosure
* 2-way full-range, bi-ampable sound reinforcement system * RX*2
compression driver with ferrofluid cooling * 15 inch BWX Black
Widow*4 inch VC woofer * 1000 watts program, 2000 watts peak *
Patented Quadratic Throat Waveguide*technology * Asymmetrical
horn aims the sound down 10 degrees, at the audience, not over
their heads * Sound Guard*III tweeter protection * Full-range inputs
include a Neutrik*Speakon*4 pin jack and two 1/4 inch phone jacks
* Bi-amp input via 4-pin switching Neutrik Speakon * Trapezoidal
baltic birch enclosure * Stand-mount adapter .............US$1435.50

322870 Peavey  112PM Powered Floor Monitor
12" 75W * Powered floor monitor * Built-in 75 Watt at 4 Ohms power
amp with powered full-range output jack and four-band graphic EQ
* Lightweight and portable * Bullet-type high frequency horn * 12
inch heavy duty woofer * Full-range volume control * Frequency
response: 100 Hz to 17 kHz * SPL: 96 dB at 1W/1m * Dimensions
(WxDxH): 22.75*x 17.9*x 14.8** Weight: 39.9 lbs ........US$477.40

325920 Peavey Messenger Portable Sound System
* 2 speakers, each with 2 - 4" woofers and a 1" tweeter* 1" tweeter*
100W amp* 5 channel mixer* PVi 100 microphone* XLR microphone
cable* 2 - 15' speaker cables* Storage space for mic and cables*
Lid lifts up to be used as a lecturn* 5-band EQ* FLS * dimension
:24.25"W x 6.25"H x 13.75"D*Weight : 29 lbs ...............US$559.10

325929 Peavey Escort 2000 Package PA System
*Convenient package with luggage-style wheels *150W @ 4 ohms
(75W per channel) *2-way speaker system with 10" woofer and
piezo *5-channel stereo mixer/amplifier *4 XLR inputs with 15V
phantom power *2 stereo line inputs *60mm faders *Digital reverb
*5-band graphic equalizer with FLS (Feedback Locator System) *2
folding speaker stands *One PVi cardioid dynamic microphone with
cable *2 - 25' speaker cables * Dimensions: 14.75 H x 36.50 W x
16.00 D (inches) ...........................................................US$853.30

605032 Coles 4104 Commentators Noise Cancelling
Ribbon Microphone
# Microphone Type: Pressure gradient transducer ribbon microphone
# Ribbon: Corrugated aluminium ribbon protected by fine woven
nylon Gauze # Polar response: Bi-directional # Impedance: 300-
ohm # Frequency response: 60 Hz to 12,000 Hz # Sensitivity: -50db
W.R.T. IV/Pa # Distortion: <1% THD at 120db SPL # Connector:
XLR-pin 2 hot # Dimensions: 8"(200 mm) x 2 1/4"(57 mm) x3"(76
mm) # Weight: 10 oz. (283g). ........................................US$752.30

317854 Peavey TLS 2X  Speaker Enclosures
* 500 Watts program/1000 Watts peak power handling* Peavey
exclusive Pro 1200+ premium 12" woofer with 2.5 inch voice coil*
14XT  titanium compression driver with 1.4 inch diaphragm
* Sound Guard  IV high frequency driver protection circuit
* 51 Hz-21 kHz ..............................................................US$352.30

TLS-2 TLS-5X

TLS-3 TLS-2X

Impulse 1015 SP-2X

312050 Behringer  Eurodesk MX2442A Audio Mixer
* 24 Channel Inputs * 16 Mono Channels. 4 Stereo Channels* 4
Subgroups * 16 Invisible Mic Preamps * 4-Band EQ (stereo channels)
* 3-Band EQ (mono channels) High, Low, 2 x semi-parametric mids,
low cut* 6 Aux sends * 2 Stereo Aux returns * 16 Channel inserts
* Internal Talkback mic * +48V Phantom Power
* 220V 50Hz ................................................................US$1025.80

324208 Behringer XENYX 1202 Mixer
* Premium 12-Input 2-Bus Mixer with XENYX Mic. Preamps. and
British EQs ....................................................................US$137.30
324209 Behringer XENYX 1202FX Mixer
* Premium 12-Input 2-Bus Mixer with XENYX Mic. Preamps, British
EQS and 24-Bit Multi-FX Processor..............................US$168.80

324210 Behringer XENYX 1204 Mixer
* Premium 12-Input 2/2/-Bus Mixer with XENYX Mic. Preamps,
British EQs and USB/Audio Interface............................US$210.10
324211 Behringer XENYX 1204FX Mixer
* Premium 12-Input 2/2 -Bus Mixer with XENYX Mic. Preamps,
British EQs, 24-Bit Multi-FX Processor and USB/Audio Interface......................................................................................

US$240.40

XENYX 1202 XENYX 1202FX

XENYX 1204FX

RQ-2314

326438 Fostex 6301BX Powered Monitor
Phono and XLR inputMagnetically shielded type 100mm full range
speakerIn-built 10W RMS power amplifier (8 ohm load)Power on/off
switchRotary level controlEXT SP terminalAutomated protection
circuitLightweight yet rugged enclosureCompact size & high quality
sound outputOptional 9610 Bracket .............................US$258.10

326439 Fostex PM1 Powered Monitor
* Powered studio monitor, capable of producing extremely high SPLs
accurately across the full audio spectrum, offering the type of clear-
transparent sound that singles out a great speaker* Exclusively
designed 6 inch (160mm Aromatic Polyamide) Woofer and UFLC
1 inch (25mm Poly Urethane Film Laminated Cloth) Soft Dome
Tweeter* High efficient bi-amp drive with 75W for LF and 45W for
HF* Independent amplifier in both L and R units* Amp Distortion
<0.007% T.H.D. @ 30w 8 Ohm 20Hz - 20kHz* Amp Signal to Noise
>93dB 20Hz - 30kHz not weighted* Beautiful glossy black front
baffle* Magnetically shielded for proximate setting to video monitor*
Frequency response: Free field 2dB 50Hz - 20kHz* Balanced
XLR/TRS 1/4 inch jack combo inputs with rear volume control*
Dimensions : 215 x 380 x 283 (mm)* Weight: 11 kg .....US$271.00

326566 Numark 5000FX 5-Channel Tabletop FX Mixer
* Line: 10Kohm input impedance; 83mV rms sensitivity for 1.22V
output* Mic: 600 ohm input impedance unbalanced; 1.9mv rms
sensitivity for 1.22V output; 200mV rms max input* Phono: 47Kohm
input impedance; 1.3mV rms sensitivity Power Consumption: 24
Watts typical; 29 Watts with full headphone output* Dimensions :
320mm x 355mm x 100mm* Weight: 6.1 kgs................US$806.50

XENYX 1204

XR-600FP XR-684F

XR-2012

STAGEPA 300 STAGEPAS 500

605463 Shure SRH840 Professional Monitoring Headphones
* Transducer type: Dynamic neodymium magnet* Driver size: 40
mm * Sensitivity (1kHz): 102 dB/mW * Impedance (1kHz): 44 * *
Max. input power (1kHz): 1000 mW * Frequency range: 5 Hz - 25
kHz * Net weight (without cable): 0.7 lb (317.5 g) * shipping weight:
1.75 lbs (794 g) * Length of cable: 3 meters (9.84 ft) * Type of cable
: Detachable coiled oxygen-free copper * Plug : Gold-plated 1/8"
(3.5 mm) stereo mini jack ..............................................US$245.20

Coles 4104 Shure SRH840

5000FX MX2442A

605464 Shure SRH240 Professional Quality Headphones
* Transducer type : Dynamic neodymium magnet * Driver size : 40
mm * Sensitivity (1kHz) : 105 dB/mW * Impedance (1kHz) : 38 *'*
Max. input power (1kHz) : 500 mW * Frequency range : 20 Hz - 20
kHz * Net weight : 0.4 lb (181 g) * Shipping weight : 1.35 lbs (612
g) * Length of cable : 2 meters (6.56 ft) * Type of cable : Attached
straight oxygen-free copper * Plug : Nickel-plated 1/8" (3.5 mm)
stereo mini jack ...............................................................US$80.60

Shure SRH840
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324213 Behringer XENYX 1622FX Mixer
* Premium 16-Input 2/2-Bus Mixer with XENYX Mic. Preamps, British
EQs, 24-Bit Multi-FX Processor and USB/Audio Interface......................................................................................

US$314.30
324214 Behringer XENYX 1832FX Mixer
* Premium 18-Input 3/2-Bus Mixer with XENYX Mic. Preamps, British
EQs, 24-Bit Multi-FX processor and USB/Audio Interface......................................................................................

US$388.60
324215 Behringer XENYX 2222FX Mixer
* Premium 22-input 2/2-Bus Mixer with XENYX Mic. preamps, British
EQs, 24-Bit Multi-FX Processor and USB/Audio Interface......................................................................................

US$416.90

324217 Behringer Europower PMH1000 (PMX1000)
Powered Mixer
* Ultra-Compact 600-Watt 12-Channel Powered Mixer with 24-Bit
Multi-FX Processor and FBQ Feedback Detection System.....................................................................................

 US$448.30
324218 Behringer Europower PMH2000 (PMX2000)
Powered Mixer
2 x 250 Watt 10-Channel Power Mixer with 24-Bit Multi-FX Processor......................................................................................

US$448.30

324219 Behringer Europower PMH3000 (PMX3000)
Powered Mixer
* Ultra-Compact 800-Watt 18-Channel Powered Mixer with 24-Bit
Multi-FX Processor and FBQ Feedback Detection System......................................................................................

US$598.80
324220 BehringerEuropower PMH5000 (PMX5000)
Powered Mixer
* Ultra-compact 800-Watt 20-Channel Powered Mixer with Dual 24-
Bit Multi-FX Processor and FBQ Feedback Detection System......................................................................................

US$742.60

324221 Behringer Europower PMH518M Powered Mixer
* Ultra-compact 180-Watt 5-Channel Powered mixer with 24-Bit
Multi-FX Processor and FBQ Feedback Detection System......................................................................................

US$226.70
324222 Behringer Europower PMH660M Powered Mixer
* Ultra-compact 400-Watt 8-Channel Powered mixer with 24-Bit
Multi-FX Processor and FBQ Feedback Detection System......................................................................................

US$373.90

324223 Behringer Europower PMH880S Powered Mixer
* Ultra-compact 2x400-Watt 10-Channel Powered mixer with Dual
24-Bit Multi-FX Processor and FBQ Feedback Detection System......................................................................................

US$522.70

325996 Behringer Europower PMP1280S Powered
Mixer
*1,200-Watt 10-Channel Powered Mixer with Dual Multi-FX Processor
and FBQ Feedback Detection System .........................US$561.70

XENYX 1622FX XENYX 1832FX

XENYX 2222FX

Europower PMH1000 Europower PMH2000

Europower PMH3000 Europower PMH5000

Europower PMH518M Europower PMH660M

Europower PMH880S Europower PMH1280S

324183 Behringer Europower EP1500 Power Amplifiers
* 2x700 Watts Power Amplifier......................................US$505.30
324184 Behringer Europower EP2500 Power Amplifiers
* 2x1,200 Watts Power Amplifier...................................US$491.00

324201 Behringer Powerplay pro-8 HA8000 Headphone
Amplification
*8-Channel High-Power Headphones Distrubition ........US$210.50
324235 Behringer Vintager AC108 Tube Amplification
* 15-Watt Vintage Guitar Amp with Vacuum Tube ........US$107.00

324236 Behringer Ultracoustic ACX450 Acoustic Guitar
Amplification
* 45-Watt 2-Channel Acoustic Instrument Amplifier with Dual FX and
FBQ Feedback Detection ..............................................US$269.70
324237 Behringer Ultracoustic ACX900 Acoustic Guitar
Amplification
* 90-Watt 2-channel Stereo Acoustic Instrument Amplifier with Dual
FX and FBQ Feedback Detection .................................US$361.20

324238 Behringer Ultracoustic ACX1800 Acoustic Guitar
Amplification
* 180-Watt 2-Channel Stereo Acoustic Instrument Amplifier with
Dual FX and FBQ Feedback Detection .........................US$448.00

324239 Behringer Ultracoustic AT108 Acoustic Guitar
Amplification
* Ultra-compact 15-Watt Acoustic Instrument Amplifier with VTC-
Technology ......................................................................US$94.60
324240 Behringer Firebird GX108 Guitar Amplification
* Guitar/Bass Practice Combos.....................................US$107.00
324245 Behringer V-Tone GMX110 Analog Modeling
Amplification
* True Analog Modeling 30-Watt Guitar Amp with 2-Channels, 27
Modeled Sounds,FX Processor,Turner&MIDI Control ..US$389.00

324256 Behringer Ultrabass BT108 Bass Amplification
* Ultra-Cpmpact 15-Watt Bass Amplifier with VTC-Technology........................................................................................

US$94.60

324257BehringerUltrabass BX4500H Bass Amplification
* 450-Watt Bass Amplifier Head with Shape Filter and Ultrabass
Processor ......................................................................US$373.30

324258 Behringer New Thunderbird BX108 Bass
Amplification
* Guitar/Bass Practice Combo.......................................US$107.00

324259 Behringer Ultrabass BX1200 Bass Amplification
* 120-Watt 2-Channel Bass Combo with DI out ............US$300.80

324260 Behringer Ultrabass BX1800 Bass Amplification
* 180-Watt Bass Workstation with Original BUGERA Speaker and
VTC-Technology ...........................................................US$300.80

324261 Behringer Ultrabass BX300 Bass Amplification
* 30-Watt Bass Combo ..................................................US$181.40

324262Behringer Ultrabass BX4210A Bass
Amplification
* 450-Watt Bass Workstation with 2 Original BUGERA 10*Aluminum-
Cone Speakers and 1*Horn Driver................................US$523.90
324263 Behringer Ultrabass BX4410 Bass Amplification
* 450-Watt Bass Workstation with 4 Original BUGERA 10*peakers
and 1*Horn Driver..........................................................US$668.00

324264 Behringer Ultrabass BX4410A Bass
Amplification
* 450-Watt Bass Workstation with 4 Original BUGERA 10*Aluminum-
Cone Speakers and 1*Horn Driver................................US$717.50

324265 Behringer Ultrabass BX600 Bass Amplification
* 60-Watt Bass Combo with Line Out............................US$241.90

324269 Behringer Ultrabass BXL1800 Bass
Amplification
* 180-Watt 2-Channel Bass Workstation with Original BUGERA
12*speaker, FBQ Spectrum Analyzer, Compressor and Ultrabass
Processor ......................................................................US$300.80

324270 Behringer Ultrabass BXL450 Bass Amplification
* 45-Watt 2-Channel Bass Workstation with Original Bugera 10*
Speaker and FBQ Spectrum Analyzer ..........................US$181.40

324272 Behringer Ultratone K1800FX Keyboard
Amplification
* Ultra-flexible 180-Watt 4-Channel PA System / Keyboard Amplifier
with FX and FBQ Feedback Detection ..........................US$344.10

Europower EP1500 Europower EP2500

Powerplay pro-8 HA8000 Vintager AC108

ACX450 ACX900 ACX1800

Ultracoustic AT108 Firebird GX108 V-Tone GMX110

Ultrabass BT108 New Thunderbird
BX108

Ultrabass BX1200

Ultrabass BX4500H Ultrabass BX1800

 Ultrabass
BX300/600

Ultrabass
BX 4210A

    Ultrabass
BX4410/4410A

Ultratone
K1800 FX

Ultrabass
  BXL450

Ultrabass
BXL1800

324225 Behringer Dual-Diaphragm Studio Condenser
Microphone B-2 Pro
* Dual-Diaphragm Studio Condenser Microphone ........US$293.00

324226 Behringer Single-Diaphragm Condenser
Microphone B-1
* Single-Diaphragm Studio Condenser Microphone .....US$201.00

324227 Behringer Dynamic Microphones XM1800S
* Dynamic Microphone (3 pcs. per pack) ........................US$70.80
324228 Behringer Ultravoice XM8500A Dynamic
Microphone
* Dynamic Cardiold Microphone......................................US$32.50
324229 Behringer Single-Diaphragm Condenser
Microphone B-5
* Gold-Sputtered Studio Condenser Microphone ..........US$138.10

324230 Behringer Studio Condenser Microphone C-1
* Studio Condenser Microphone .....................................US$58.90
324231 Behringer Studio Condenser Microphone C-2
* 2 Matched Studio Condenser Microphones..................US$77.90
324232 Behringer Studio Condenser Microphone C-3
* Dual-Diaphragm Studio Condenser Microphone ..........US$94.20

324233 Behringer Measurement Microphone ECM8000
* Omni-Directional Condenser Microphone.....................US$77.90

324234 Behringer Ultralink UL2000M Wireless
Microphone System
* High-Performancr UHF True Diverslty Wireless Microphone System
with 320 Selectable Frequencies ..................................US$301.20

B-1 B-2 Pro

XM1800S XM 8500A B-5

ECM8000 UL2000M

C1 C2 C3
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